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Amend Claim 18 as follows: 

Claim 18. (amended). A superheated vapor ..n^tnr svstem fnr ^ 0 ^ r 
superheated vapor comprising a vapor generation s pace for entry ther eto rf timiH tn 
be vaporized into superheated vap or said vapor generation space inchidW «t ^ — 
thermal element, said vapor Feneration sn^e w, p at least ^ r _ A Ky nt 

least one surface .said at least one surface defining „t — r r> wherein ^ at 

least one groove has a depth substantially in the range of 0.0030-0.0050 inch. 
Claim 22. (amended). Amend Claim 22 as follows: A superheated v^ - 
system fpr g ene rating sup erheate d vapo r comprising : a vanor „ »r^ a «™ ^ f ~ r 
entry thereinto of liquid to be vaporized intn ^ heated vpp nr w herem MlH 
generation spare is at least partially defined hv „ t ie ast one s1]rfflP<> flpd wherftin ^ 
at least one surface defines a plurality of ridges and wherein ^ depth Qf ^ 

plurality of grooves varies substantially randomly in the range 0.0030 inch -0.0050 
inch. 

Delete Claim 23. 

Croovoo varico m bP tantioJlv i nn dnmhr in n . c „ n ftft nfi in rh n 0 03Q ^ 

Amend Claim 29 as follows: 

Claim 29. (amended). A superheated vanor generate svstem for ^ ro^ 
superheated vapor comprising- a vapor generation space for entry thereinto nf h t „h 
be vaporized into superheated vapor , wherein said vapor generation space is in a 
vapor generator and further including at least one vapor generator other than said 
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first vapor generator, said first vapor generator having means for output of 
superheated vapor and being connectable to controller means for controllably 
supplying said first vapor generator liquid for vaporization, said at least one vapor 
generator other than said first vapor generator having means for output of 
superheated vapor and being connectable to said controller means for controllably 
supplying to said at least one vapor generator other than said first vapor generator 
liquid for vaporization; and further including controller means connectable to said first 
vapor generator and to said at least one vapor generator other than said first- 
mentioned vapor generator and being adjustable to control supply of liquid to said 
vapor generators such that at least one of said superheated vapor generators produces 
output of vapor during selected time intervals, said first vapor generator and said at 
least one vapor generator other than said first vapor generator producing output of 
superheated vapor in response to input of liquid. 
Amend Claim 41 as follows: 

Claim 41. (amended). A method for fabricating a superheated vapor generation 
system which includes the steps of: 

(1) providing at least two sections fastenable together to define and enclose 
interior space; 

(2) providing at least one thermal element for inclusion in said interior space; 

(3) fastening said at least two sections together, and 

(4) disposing said at least one thermal element in the interior space defined 
theret) y in thermal contact with at least one of said sections . 

Amend Claim 42 as follows: 
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Claim 42. (amended). A method for fabricating a superheated vapor generator 
which includes the steps of: 

(1) providing at least two sections fastenable together to define interior space; 

(2) providing at least one thermal element for inclusion in said interior space; 
and 

(3) fastening said at least one thermal element in said interior space in thermal 
contact with at least one of said s^rti™* 

Amend Claim 43 as follows: 

Claim 43. (amended). A method for fabricating a superheated vapor generator 
which includes the steps of: 

(1) providing at least two sections fastenable together to define interior space; 

(2) providing at least one thermal element for inclusion in said interior space; 

(3) fastening said at least two sections together such that there is access to the 
interior space; and 

(4) inserting said at least one thermal element into said access to said interior 
s ^ ce *n thermal contact with at least one of said sections 

Amend Claim 44 as follows: 

Claim 44. (amended). A method for fabricating a superheated vapor generator 
which includes the steps of: 

(1) providing at least two sections fastenable together to define and enclose 
interior space; 
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